Plasma Robotic Welding Torch PlaTo101/151-Rob20°

Beschreibung:
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AuRerst kompakte und gleichzeitig mit hchster Leistungsdichte ausgestattete Plasma-
Roboter-Schweil3brenner mit als Schnellwechseleinheit ausgebildeter Mediumschnitt-
stelle. Durch das umfangreiches Zubehor sind diese Plasmabrenner fir alle gangigen und
die meisten Spezialanwendungen bestens geeignet. Mit dem PlaTo101-Rob20° und
PlaTo151-Rob20° werden die Leistungsbereiche 0,5 bis 100A sowie 0,5 bis 150A sicher
abgedeckt. Beide Typen verwenden dabei die gleichen Verschleilteile.

Zubehor:

Uber 100 unterschiedliche Diisen, sogar mit verschiedenen Austrittswinkeln fiir den
Plasmastrahl, zum Lésen schwierigster Anwendungsfalle

Spezialdiisen zum WIG-Schweif3en mit Hilfslichtbogen

Diverse Gasdiisen mit unterschiedlichen Langen und Offnungsquerschnitten

Diverse Schleppgasdiisen zur Verbesserung des Gasschutzes hinter der Schweil3naht
Kaltdrahtzufihrung zur exakten Zufiihrung des SchweiRdrahtes in den Lichtbogen
Akustisches Elektrodeneinstellgerat zum einfachen und exakten Einstellen der Elektrode
Spezialkuhlmittel zur Vermeidung von Elektrolytkorrosion im Schwei3system.
Schontebenso die Pumpe, das Schlauchpaket und den Kiihler

Technische Daten:

Elektrodenkiihlung
Disenkihlung

: indirekt wassergekihlt
: indirekt wassergekhlt

SchweiRbare Dicke : PlaTo101:0,05 bis4mm/PlaTo151: 0,05 bis 6mm

Strombelastbarkeit : PlaTo101: 100A/PlaTo151: 150A

Einschaltdauer : 100%

Pilotstrom 1 5-12A

Diisendurchmesser : 0,5 bis 3,6mm

Plasmagas : Argon

Schutzgas : Argon, Argon/Wasserstoff, Argon/Helium

Anwendungen : Automobilindustrie, Apparatebau, Langs- u. Rundnahte, Rohr- u.
Flanschverbindungen, Plasmastichlochschweif3en mit Kaltdraht,
Auftragsschweif3ungen u.s.w.

Description:

Extremely compact and high performance plasma robotic welding torches with quick-change
unit for the different media. Because of the wide-ranging accessories these plasma welding
torches are suitable for all standard applications as well as for the most of specialized
applications. With PlaTo101-Rob20° and PlaTo151-Rob20° the power ranges from 0.5 up to
100A as well as from 0.5 up to 150A can be easily covered. Both torches are using the same
types of spare parts.

Accessories:

More than 100 different plasma nozzles, even with various exit angles for the plasma jet,
to solve the most complex welding applications

Special nozzles for TIG-welding with pilot arc

Various gas nozzles with different lengths and opening cross-sections

Various trail gas nozzles for better gas shielding behind the weldseam

Cold wire supply for exact guiding of the wire in the arc

Acoustic electrode setting unit for easy and exact setting of the electrode

Special coolant to prevent electrolytic corrosion in the welding system. Saves the pump,
the hose package as well as the cooler

Technical Data:

Electrode Cooling : indirectwater-cooled

Nozzle Cooling : indirect water-cooled

Weldable Material Thickness : PlaTo101:0.05to4mm/PlaTo151:0.05to0 6mm
Max. Current-Carring Capacity : PlaTo101: 100A/PlaTo151: 150A

Duty Cycle 1 100%

Pilot Current : 5-12A

Nozzle Sizes : 0.5upto3.6mm

Plasma Gas : Argon

Shield Gas : Argon, Argon/Hydrogen, Argon/Helium

Applications : Automotive Industry, Instrument-making, Longitudinal and circum-

ferential Seams, Keyhole welding with cold wire, Surfacing a.s.o.

Unsere Plasmabrenner kdnnen mit Anschlissen fir alle gangigen Stromquellen geliefert werden.
Our plasmatorches can be supplied with connectors for all popular power sources. |
°PINAC  Made in Germany PATENTED
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Montiert in 40°-Position zur Roboterachse Montiert fluchtend zur Roboterachse
Assembling in 40° position to the robot axis Assembling aligned to the robot axis
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